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FEED AND BIOFUEL

CRUMBLER
TYPE GM

ANDRITZ manufactures and offers 
a complete range of high-quality, 
high-capacity crumblers for crumb-
ling animal feed pellets of all kinds, 
with a capa city extending from five 
tons/hour up to 40 tons/hour. 

The ANDRITZ advanced feeding 
system provides precise, uniform 
 feeding over the full length of the 
rolls, securing perfect performance, 
longest lifetime, and lowest energy 
consumption. ANDRITZ testing tools 

included with your new crumbler al-
low sample-taking during operation 
to ensure that you have the perfect 
product.
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DIMENSIONS

D E

GM121 1450 1729

GM161 1850 2129

TECHNICAL DATA

Type Motor Roller
dia

meter

Roller 
length

Velocity 
Vbelt 
drive

Roller 
adjust

ment

Option Capacity
Danish 
chicken 

feed

Distri
bution 
roller

Flap box 
(option)

Total 
weight

ø mm
A: 5.0/6.0 m/sec.
B: 7.0/8.4 m/sec

manual 
(standard)

electric 
gear motor tph kW kg

GM121 15.0 kW 
(max. 22 kW)
50/60 Hz

ø220 1200 x x 0.25 kW 
(0.4 HP)

10-18 tph 1.1 kW 
(1.5 HP)

pneumatic 1410

20 HP 
(max. 30 HP)
1460/1750 rpm

GM161 max. 22 kW 
(30HP)
50/60 Hz

ø220 1600 x x 0.25 kW 
(0.4 HP)

15-25 tph 1.1 kW 
(1.5 HP)

pneumatic 1915

max. 30 HP
1460/1750 rpm
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All models allow installation of the 
ANDRITZ automatic roll adjustment 
system and are, of course, control-
led by the ANDRITZ advanced au-
tomation control system, which also 
provides individual settings for the 
crumbling process in order to obtain 
the perfect individual product. All 
features can also be added easily 
at a later date.

Dimensions in mm

1145 GB

B
 0

71
8


