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FEED AND BIOFUEL

LIVE BIN
TYPE VB

The live bin VB is used as a pre-bin 
for fine- grinding in extruder plants. 
Its ability to homogenize grain/meal 
mixtures ensures that hammer mill 
screens are kept clean during sub-
sequent grinding.

The live bin can also operate as a 
loss-in-weight weighing unit when 
suspended in load cells above the 
extruder. The extruder feed screw is 
then mounted directly under the bin 
outlet slide.
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ADVANTAGES OF THE LIVE BIN
• Good homogenizing ability, 

 materials are carried upwards  
by the central live bin screw

• Low power consumption
• Minimum material bridging

DESIGN
The live bin is made of mild steel, 
or of stainless steel as an alterna-
tive. The cy linder housing is made 
in sections with dust-proof flanged 
connections and has a conical base 
with inspection pane and side out-
let for mounting the discharge  slide. 
The discharge slide is operated 
 either pneumatically or manually. 
The central screw has conical flights 
and double thrust and guide bea-
ring on top. The screw is driven by a 
directly coupled geared motor.

MIXER RANGE
ANDRITZ live bins are available in 
volumes from 1.1 m3 to 20.7 m3.

MICRO INGREDIENT WEIGHER SYSTEM
TYPE MVS
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LIVE BIN
TYPE VB  

Sprout-Matador A/S
Denmark: Tel.: +45 72 160 300 · Fax: +45 72 160 301 · welcome@sprout-matador.dk ·  
USA: Tel.: +1 717 546 8211 · Fax: +1 717 546 1615 · sm@andritz-na.com
Venezuela: Tel. +58 241 8422515 · Fax +58 241 8423709 · niben@telcel.net.ve

Type Volume Motor power A B C D E
  (M3) (KW)

VB12-1160 1.1 4.0 1207 1100 1000 425 630
VB12-2300 2.3 4.0 1207 1100 2010 425 630
VB12-3430 3.4 4.0 1207 1100 3010 425 630
VB12-4560 4.5 5.5 1207 1100 4010 425 655
VB15-1830 1.8 5.5 1507 1420 1000 425 655
VB15-3600 3.6 5.5 1507 1420 2010 425 655
VB15-5370 5.4 5.5 1507 14203 0104 256 55V
B15-7150 7.1 5.5 1507 1420 4010 425 655
VB24-7100 7.1 5.5 2407 2385 1500 445 655
VB24-13900 13.9 5.5 2407 2385 3010 445 655
VB24-20730 20.7 7.5 2407 2385 4510 450 745
VB30-11140 11.0 5.5 3007 3030 1500 445 655
VB30-21770 21.8 5.5 3007 3030 3010 445 655
VB30-32510 32.5 11.0 3007 3030 4510 450 790B
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Dimensioned sketch Live Bin

Dimensioned sketch Discharge slide

Type A B C D E F  G HJxK

270X500 1480 1475 441 131 97 503 152 76 5X108
270x630 1760 1755 441 131 97 633 152 76 7X108

Dimensions in mm

Type  Volume  Motor power  A  B  C  D  E
 (m3)  (Kw)
VB12-1160  1.1  4.0  1207  1100  1000  425  630
VB12-2300  2.3  4.0  1207  1100  2010  425  630
VB12-3430  3.4  4.0 1207  1100  3010  425  630
VB12-4560  4.5  5.5  1207  1100  4010  425  655
VB15-1830  1.8  5.5  1507  1420  1000  425  655
VB15-3600  3.6  5.5  1507  1420  2010  425  655
VB15-5370 5.4 5.5 1507 1420 3010 425 655
VB15-7150  7.1  5.5  1507  1420  4010  425  655
VB24-7100  7.1  5.5  2407  2385  1500  445  655
VB24-13900  13.9  5.5  2407  2385  3010  445  655
VB24-20730  20.7  7.5  2407  2385  4510  450  745
VB30-11140  11.0  5.5  3007  3030  1500  445  655
VB30-21770 21.8 5.5  3007  3030  3010  445  655
VB30-32510  32.5  11.0  3007  3030  4510  450  790
Dimensions in mm

Dimensioned sketch, discharge slide

Dimensioned sketch, live bin

Type A B C D E F G H JxK
270X500 1480 1475 441 131 97 503 152 76 5x108
270X630 1760 1755 441 131 97 633 152 76 7x108
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Type Volume Motor power A B C D E
  (M3) (KW)

VB12-1160 1.1 4.0 1207 1100 1000 425 630
VB12-2300 2.3 4.0 1207 1100 2010 425 630
VB12-3430 3.4 4.0 1207 1100 3010 425 630
VB12-4560 4.5 5.5 1207 1100 4010 425 655
VB15-1830 1.8 5.5 1507 1420 1000 425 655
VB15-3600 3.6 5.5 1507 1420 2010 425 655
VB15-5370 5.4 5.5 1507 14203 0104 256 55V
B15-7150 7.1 5.5 1507 1420 4010 425 655
VB24-7100 7.1 5.5 2407 2385 1500 445 655
VB24-13900 13.9 5.5 2407 2385 3010 445 655
VB24-20730 20.7 7.5 2407 2385 4510 450 745
VB30-11140 11.0 5.5 3007 3030 1500 445 655
VB30-21770 21.8 5.5 3007 3030 3010 445 655
VB30-32510 32.5 11.0 3007 3030 4510 450 790B
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Dimensioned sketch Live Bin

Dimensioned sketch Discharge slide

Type A B C D E F  G HJxK

270X500 1480 1475 441 131 97 503 152 76 5X108
270x630 1760 1755 441 131 97 633 152 76 7X108

Dimensions in mm

TECHNICAL DATA

Type Volume Motor power A B C D E

m3 kW

VB12-1160 1.1 4.0 1207 1020 1010 360 600

VB12-2300 2.3 4.0 1207 1020 2010 360 600

VB12-3430 3.4 4.0 1207 1020 3010 360 600

VB12-4560 4.5 5.5 1207 1020 4010 425 660

VB15-1830 1.8 5.5 1506 1325 1010 425 660

VB15-2900 2.9 5.5 1506 1325 1510 425 660

VB15-3600 3.6 5.5 1506 1325 2010 425 660

VB15-5370 5.4 5.5 1506 1325 3010 425 660

VB15-7150 7.1 5.5 1506 1325 4010 425 660

Dimensions in mm
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