
PULP & PAPER

UNIQUE CHIP STORAGE 
AND RECLAIMING SYSTEM

360° STACKER RECLAIMER

The ANDRITZ 360° Stacker 
Reclaimer is a complete system 
which stores and reclaims 
wood chips in a continuous 360 
degree radial configuration. The 
system performs two functions 
simultaneously: chip stacking and 
chip reclaiming. The stacker and 

reclaimer independently slew in 
a clockwise direction. First, the 
stacker builds a round storage 
pile. The length of the pile arc is 
determined by the space required 
for the reclaimer and equalizing 
hopper. Both the stacker and 
reclaimer independently slew 

in a clockwise direction. Next, 
the reclaimer follows behind the 
stacker, collecting material from the 
first-built portion of the pile. The 
reclaiming system consists of the 
reclaimer and an equalizing hopper 
into which the chips are transferred. 
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The stacker reclaimer operates on 
a true first-in, first-out (FIFO) basis. 
The discharge rate is automatical-
ly controlled based on the demand 
from the pulping process. The speed 
of two metering screws in the hop-
per is regulated to meet the required 
process capacity. 

The equalizing hopper discharge is 
continuously monitored with a belt 
scale. The 360° Stacker Reclaimer 
also has a unique bypass feature to 
feed chips directly to the discharge 
hopper from the infeed conveyor.

A complete chip 
storage solution

Type Storage volume
(stacked, m3)

Overall diameter 
(m)

RST360-05 48,000 85.3

RST360-07 65,000 94.8

RST360-09 90,000 104.3

RST360-12 120,000 113.8

RST360-16 155,000 123.3

RST360-20 195,000 132.9

RST360-25 245,000 142.4

RST360-30 300,000 151.9

RST360-36 360,000 161.4

The diameter of the chip pile is determined by the space required for the 
reclaimer as it circles round the equalizing hopper in the center.

BENEFITS
•	 Homogenous and guaran-

teed continuous chip supply 
to pulping

•	 Very little operator interac-
tion required

•	 Real FIFO chip pile 
management

•	 Minimal chip degradation
•	 Easy maintenance: standard-

ized spare units, no large 
diameter slewing bearings


