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ANDRITZ in the sugar industry
Custom-tailored pump solutions
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The advantages at a glance


Efficiencies of up to 90%



Assembly system







Highly cost-effective thanks
to high efficiency and long
service life
Cost reduction if self-priming
centrifugal pumps are used
instead of positive displacement pumps
Decades of experience and
comprehensive process
know-how guarantee a high
standard
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Pump types
for the sugar industry

Single-stage centrifugal pumps
closed impeller



According to EN 733,
ISO 2858 and 5193



Flow rate up to 600 m3/h



Head up to 160 m



Delivery pressure
up to 16 bar



Efficiency up to 90%



Temperature
up to 140° C



Single-stage centrifugal pumps
Semi-open and open impeller



Head up to 160 m



Delivery pressure
up to 25 bar



Efficiency up to 90%



Temperature up to 140° C



Also available
with degasser



Self-priming



Integrated water ring 		
vacuum pump



Flow rate
up to 2,000 m3/h



Head up to 75 m



Delivery pressure
up to 16 bar

Self-priming
centrifugal pumps

Medium-consistency
pumps

Flow rate
up to 6,000 m3/h

Single-stage spiral casing
pump with closed impeller,
also available according to
EN 733, ISO 2858 and 5193
standards. For clean, slightly
contaminated and aggressive liquids up to a viscosity
of 150 mm 2/s without abrasive and solids content.
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Single-stage spiral casing
pumps with semi-open and
open impeller for large open
cross-sections or high pressures. The various material combinations available
guarantee long life cycles
and outstanding economic
efficiency in many different
applications.

Single-stage centrifugal
pumps including integrated
water ring vacuum pump
with semi-open impeller,
making the pump suitable
for pumping applications up
to a sugar content of 70%
without any difficulties.
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Flow rate
up to 13,000 admt/d



Head up to 190 m



Delivery pressure
up to 25 bar



Efficiency up to 74%



Consistencies of
up to 16%
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Single-stage medium-consistency pump with fluidizer
for all types of viscous media occurring in sugar production.
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Close to our customers
ANDRITZ locations worldwide

ANDRITZ AG
Stattegger Strasse 18
8045 Graz, Austria
Phone: +43 (316) 6902 0
Fax: +43 (316) 6902 413
pumps@andritz.com
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