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PNEUMATIC CENTERING
YOUR BENEFITS FROM THE AUTOMATIC                                   

NEEDLEBOARD CENTERING SYSTEM

SAVE TIME AND MONEY
The ANDRITZ Pneumatic  
Centering System is an additio-
nal device that makes the use of 
your needleloom machine even 
more convenient and reduces the 
costs for spare parts and ma-
chine downtimes. Previously, the 
needleboards had to be ad- 
justed manually by the main-
tenance team and readjusted 

every 500 hours. Without the-
se adjustments, the bed plate 
and the stripper plate holes can 
suffer more wear, needles in the 
needleboard can break, the en-
tire module can wear out prema-
turely, and this gradual decline 
ultimately has a negative  
effect on fabric quality, not to 
mention the time and money  
for additional maintenance. 

INNOVATIVE AND FLEXIBLE
ANDRITZ Pneumatic Centering is 
available as an option with every 
new ANDRITZ machine, but can also 
be easily installed on existing 
needlelooms. The equipment is 
connected to the existing pneu-
matics in the system, which clamp 
the needleboards in place.



BENEFITS:

•	� Easy adjustment and more 
precision by needleboards 
and the needleloom process

•	� No wear or abrasion on bed 
plates, stripper plates and 
needleboards due to stop-
ends not being set correctly

•	 No maintenance time re- 
	 quired to adjust the needle	
	 boards manually
•	 Reduced downtime while   
    productivity increases
•	 Constant web quality
•  Professional installation on 
   existing systems by our  
   qualified ANDRITZ staff

Mode of operation Pneumatic Centering in 
interaction with the system        

Additional air pipes for the new 
PneumaticCentering System are 
installed during the upgrade.
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Basic pneumatic 
system with air 
pipes for the in-
flatable seals.
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WHY ADD PNEUMATIC CENTER- 
ING TO YOUR NEEDLELOOM?
The ANDRITZ Pneumatic Centering 
System is a comparatively inexpen-
sive extension that pays for itself 
in a relatively short time. Cost are 
reduced overall and production 
quality is improved because there is 
less wear on the needleboard and 
surrounding components caused by 
manual interventions that disturb 
the setting. 

SMART TECHNOLOGY FROM THE 
EXPERTS IN NEEDLEPUNCH
The system can generally be used 
for all ANDRITZ A50 needlelooms, 
namely A50R, A50RS, A50S, and 
A50XS. After an upgrade to the 
needleloom, only needleboards that 
are prepared for pneumatic cen- 
tering can be used there.
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More quality, less production costs

CONTACT YOUR ANDRITZ  
SERVICE ACCOUNT MANAGER
Our service team at ANDRITZ  
Asselin-Thibeau is at your disposal 
for further detailed information on 
use in your needleloom. We shall be 
happy to provide a custom-tailored 
offer for the new ANDRITZ  
Pneumatic Centering System.stem.


