The ANDRITZ COMPACT PRESS wash
press is designed to optimize dilu-
tion-extraction, displacement, and
final pressing during the wash cycle.
By feeding the press at higher consis-
tencies and utilizing more of the drum
surface, it delivers superior washing
performance in a compact footprint.
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COMPLETE WASHING SOLUTION
The COMPACT PRESS is an out-
standing wash press for both in-
dividual washing plants and com-
plete fiberlines. Since its first
delivery in 2000, nearly 170 units
have been sold, with the initial unit
still operating successfully. The
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wash press has been a key compo-
nent of the ANDRITZ washing port-
folio since 2019.

Contact us and let our experts
help you to find out how to get the
most out of your washing with the
COMPACT PRESS wash press.



Give your washing a big
boost with COMPACT PRESS™

EFFICIENT PROCESS

The ANDRITZ COMPACT PRESS wash
press is built around the UniWash™
process concept, which focuses on
uniform displacement washing and
maximizing the machine’s specif-

ic capacity. This concept includes
three main features: the UniFeed™
pulp distribution system for uniform
pulp distribution, high pulp consis-
tency in the wash zone for maxi-
mized wash efficiency, and low wash
liquor velocity achieved with nu-
merous distribution points arranged
in two wash zones, promoting dis-
placement and preventing channel-

ing.

DURABLE COMPONENTS

The COMPACT PRESS wash press is
designed to last. This philosophy is
evident in every aspect of its de-
sign, making it a very long-lasting
investment with minimal upkeep
requirements.

For example, the drums and screen
plates are built to exacting specifi-
cations, making it likely that they will
last the entire lifetime of the ma-
chine without needing replacement.
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EASY MAINTENANCE

The COMPACT PRESS wash press is
designed for easy maintenance and
servicing. Start-up and shut-down
sequences are controlled by the Dis-
tributed Control System (DCS), en-
suring safe and efficient operation.

The machine can be automatical-

ly flushed and cleaned before any
inspection or maintenance work.
Additionally, a locally operated au-
tomatic system opens the flaps and
vat for easy access and changing of
wear parts.

COMPACT DESIGN

The COMPACT PRESS wash press
maximizes production capacity by
fully utilizing the available screen
area from pulp feed to press nip
and boosting dewatering capacity
through flat pressing. This efficient
process design results in a compact
mechanical design, which, along
with an integrated dilution screw,
minimizes the machine’s footprint.
This can lead to savings in construc-
tion costs for new pulp mills or allow
for the simple replacement of exist-
ing equipment in restricted spaces.

The COMPACT PRESS is manufactured to the highest quality standards
at the ANDRITZ Technology Center in Foshan, China.
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